
HIGH SAFETY & PROFESSIONAL GRADE

DIGITAL CLAMP METERS CAT III  600 V 

• 1,000A DC/800AC, 600V CAT III

• Jaw opening& Conductor size : 50mm

• Data HOLD

• Auto Power Off

• Large LCD Display (Backlight display available in Model 

   2754A-T only)

• Reading Zero(Relative) Mode

• Hi Speed, Autoranging,  MAX HOLD

• Accessories: Carrying case, Test leads , manual etc.

• Crest Factor: <1.6:1 at full scale & <3.2:1 at half scale for ACV 

4000  COUNTS CLAMP- ON DMM

1000A DC/800A AC MODEL : 2754A

AC Voltage 

Resolution Accuracy

0.001V~ 600V 0.001V~0.1V ±(1% rdg + 4d)

Range

AC Current

Resistance

Resolution

Resolution

Accuracy

Accuracy

0.1A~ 800A

0.1W ~ 40.00MW

±(1.5%  + 4d)

±(0.6%  + 4d)

0.1A ~ 1A

0.1W ~ 0.01W

Range

Range

DC Voltage 

DC Current

Capacitance

Resolution

Resolution

Resolution

Accuracy

Accuracy

Accuracy

0.001V~ 600V

0.1A~ 1000A

0.1hF~ 3000mF

±(0.3% rdg + 3d)

±(1.5%  + 4d)

±(3.5%  + 6d)

0.001V~0.1V

0.1A ~ 1A

0.1hF ~ 1mF

Range

Range

Range
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Note: All Specification are Subject to change.

New

MODEL:2754A
MODEL:2754A-T(TRMS)

An ISO 9001:2000 Certified company

Diode; Continuity check.

FEATURES

GENERAL SPECIFICATIONS
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